










Dimensions Model 3355

7

Radial Suction End Suction

Pump
NPSI NPS2 A W D XSize

1.5x2.5-7 1.5 2.5 9.06 11.02 5.51 7.09

2.5x4-8 2.5 4 9.84 12.40 6.30 8.27

4x5-10 4 5 13.38 14.58 8.27 9.84

5x6-11 5 6 15.75 17.72 9.84 11.81

DIMENSIONS

Pump
Size 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

1.5x2.5-7

2.5x4-8

4x5-10

5x6-11

M 5.71 7.87 10.04 12.20 14.37 16.54 18.70 20.87 23.03 25.20 27.36 29.53 31.69 33.86 36.02

CP 24.72 26.88 29.05 31.21 33.38 35.55 37.71 39.88 42.04 44.21 46.37 48.54 50.70 52.87 55.03

M 7.09 9,84 12.60 15.35 18.11 20.87 23.62 26.38 29.13 31.88 34.65 37.40

CP 28.54 31.29 34.05 36.80 39.56 42.32 45.07 47.83 50.58 53.33 56.10 58.85

M 10.03 13.39 16.73 20.08 23.43 26.77 30.12 33.47

Y 15.75 19.09 22.44 25.79 29.13 32.48 35.83 39.18

CP 35.26 38.62 41.96 45.31 48.66 52.00 55.35 58.70

M 12.40 16.54 20.67 24.80 28.94 33.07

CP 43.31 47.45 51.58 55.71 59.85 63.98

Y 18.90 23.03 27.17 31.30 35.43 39.57

NUMBER OF STAGES
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Y 9.44 11.61 13.78 15.94 18.11 20.28 22.44 24.60 26.77 28.94 31.10 33.27 35.43 37.60 39.77

Y 11.02 13.78 16.54 19.29 22.05 24.80 27.56 30.31 33.07 35.83 38.58 41.33

*Note: Add 0.79” to “Y” dim for size 2.5x4-8 with inducer design.



3600
• Capacities to 2,600 GPM (590 m3/h) 

• Heads to 5,500 feet TDH (1675 m)

• Temperatures to 400° F (205° C)

• Working Press to 2,500 PSI (172 bar)

3311
• Capacities to 1,100 GPM (250 m3/h) 

• Heads to 5,250 feet TDH (1600 m)

• Temperatures to 350° F (180° C)

• Working Press to 2,320 PSI (160 bar)

3316
• Capacities to 3,000 GPM (681 m3/h) 

• Heads to 1,000 feet TDH (630 m)

• Temperatures to 350° F (180° C)

• Working Press to 550 PSI (38 bar)

Other Goulds Multistage Pumps 
Goulds offers multistage pumps for various services 
covering a wide range of capacities and heads
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