








Model 3355 RS (CCW Rotation)

Stainless Steel Construction Cross Sectional
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SPARE PARTS
Spare parts should be selected to last for two-years
continuous operation. If no other guidelines are applicable,
we recommend that you stock the number of parts listed
below.

NOTE:  To en sure optimum availability, we recommend
that suitable quantities of spare parts be held in stock.

REC OM MENDED SPARE PARTS

7

Number Of Pumps (incl. Stand- by Pumps)
2 3 4 5 6/7 8/9 10/more

Spare part Number Of Spare Parts

Im pel ler i i i 2i 2i 3i 30%

Dif fuser i/2 i/2 i/2 i i 3i/2 15%

Wear Ring-Casing 2i 2i 2i 4i 4i 6i 30%

Shaft With Key and
Shaft Screws/Nuts

1 1 2 2 2 3 30%

Bearing (Ball Bearing) 1 1 2 2 2 3 30%

Bearing Shaft Nut
(2x for RS Model)

2 3 4 5 6 8 90%

Shaft Sleeve 2 2 2 3 3 4 50%

O- Rings for
Pump Casing Sets

4 6 8 8 9 12 150%

Other O- Ring Sets 4 6 8 8 9 10 100%

Me chani cal Seal
(Sets for RS Model)

2 3 4 5 6 7 90%

i=no. of stages
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AP PEN DIX I

MAXI MUM AL LOW ABLE NOZ ZLE LOADS

Di rec tion of Forces
Fx = force along the x - axis
Fy = force along the y - axis
Fz = force along the z - axis

Di rec tion of Mo ments
Mx = moment around the x - axis
My = moment around the y - axis
Mz = moment around the z - axis

Nozzle loads for suc tion flange and discharge flange are
sepa rate.

All stated permissible forces and moments must not be
ex ceeded.

Noz zle
Con figu ra tion

Flange
Di ame ter

(in)

FORCES (lbf) MO MENTS (ft- lbs)

Fx Fy Fz ∑ F Mx My Mz ∑ M

Ver ti cal noz zle
per pen dicu lar to the

shaft
(Fig. 17, 18).

1.5 74 67 85 133 207 103 140 273

2.5 126 115 139 220 258 148 192 354

4 202 182 227 355 325 192 243 450

5 254 227 281 443 420 258 325 590

6 303 274 337 531 516 325 398 730

Hori zon tal noz zle
per pen dicu lar to the

shaft
(Fig. 17, 18).

1.5 74 85 67 133 207 103 140 273

2.5 126 139 115 220 258 148 192 354

4 202 227 182 355 325 192 243 450

5 254 281 227 443 420 258 325 590

6 303 337 274 531 516 325 398 730

Hori zon tal noz zle
parallel to the shaft

(Fig. 18)

2.5 139 126 115 220 258 148 192 354

4 227 202 182 416 325 192 243 450

5 281 254 227 443 420 258 325 590

6 337 303 274 531 516 325 398 730

8

Fig. 17

Fig. 18
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AP PEN DIX II

Recommended Minimum Flow / Acceptable Lubricants
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Rec om mended Mini mum Flow

SIZE

60 HERTZ 50 HERTZ
3600 RPM 1800 RPM 3000 RPM 1500 RPM

QMIN
OPERATION

(GPM)

Q- BEP
FULL DIA.

(GPM)

QMIN
OPERATION

(GPM)

Q- BEP
FULL DIA.

(GPM)

QMIN
OPERATION

(GPM)

Q- BEP
FULL DIA.

(GPM)

QMIN
OPERATION

(GPM)

Q- BEP
FULL DIA.

(GPM)

1.5X2.5-7A 33 117 11 60 26 98 9 50
1.5X2.5-7B 33 176 11 87 26 147 9 70

2.5X4- 8A 53 300 26 145 40 247 22 120
2.5X4- 8B 70 400 37 210 57 324 30 167

4X5- 10A 106 600 53 310 88 500 44 245
4X5- 10B 154 925 75 412 128 725 62 360

5X6- 11A 374 1100 185 595 308 1015 155 480
5X6- 11B 589 1470 286 735 485 1235 238 635

8Ac cept able Grease Lu bri cants
NGLI Con sis tency 2

Mo bil Mo bi lux EP2
Exxon Uni rex N2
Sun oco Mu ti pur pose 2EP

SKF LGMT 2

�! CAU TION

Recommended Minimum Flow is intended for brief
periodic operation. It is not to be used as a design point.
Extended operation at minimum flow may cause pump
damage.
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AP PEN DIX III

TORQUE VALUES
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Pump Size

1.5x2.5-7 2.5x4-8 4x5- 10 5x6- 11
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Pos Pos min. Thread Thread Thread Thread

Thread joint dry Lubricated dry Lubricated dry Lubricated dry Lubri cated

Tie bolt 356S 357F 8.8 3/4- 11UNC 190 142 1- 8UNC 325 295 1- 8UNC 244 222
1-

 8UNC
352 320

Bear ing
bracket

(228C) with
suc tion cas-

ing (100F) or
dis charge

cas ing
(100D)

356A 425 8.8 8 x M12 31 28 8 x M12 42 38 8 x M16 71 64
8 x

M20
112 99

8
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HOW TO OR DER

When or dering parts call

1-800-446-8537

or your lo cal Goulds Rep re sen ta tive

EMER GENCY SER VICE

Emergency parts ser vice is avail able

24 hours/day, 365 days/year...

Call 1-800-446-8537

© 2006 Goulds Pumps, Incorporated
a subsidiary of ITT Corporation

Form No. I-3355 5/08

Visit our website at www.gouldspumps.com




