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Parts List and Materials of Gonstruction

API-610 Material Classes

Item

Number Part Name s4 | se6 | ss8 C-6 A-8
100 Casing Carbon Steel 12% Chrome 316L SS
101 Impeller Carbon Steel | 12% Chrome | 316L SS 12% Chrome 316L SS
109A Bearing End Cover - Outboard Carbon Steel

114 Oil Ring Bronze

119A Bearing End Cover - Inboard Carbon Steel

122 Shaft AISI 4140 * 315L SS 410 SS 316 SS
123 Labyrinth Seal - Inboard Bronze/Viton

123A Labyrinth Seal - Outboard Bronze/Viton

125 Throat Bushing Cast Iron 410 SS 316L SS 410 SS 316L SS
164 Wear Ring - Casing Cast Iron 12% Chrome | 316L SS 12% Chrome 316L SS
184 Seal Chamber Cover Carbon Steel 12% Chrome 316L SS
202, 203 Wear Rings - Impeller Cast Iron 12% Chrome | Nitronic 60 12% Chrome Nitronic 60
228 Bearing Frame Carbon Steel

230 Wear Ring - Seal Chamber Cover|  Cast Iron 12% Chrome | 316L SS 12% Chrome 316L SS
304 Impeller Nut Steel 316 SS

351 Casing Gasket Spiral Wound 316 SS

353, 355 Gland Studs and Nuts AlSI 4140

356A, 425 Casing Studs and Nuts AISI 4140

* 410 SS on S-6 when temperature exceeds 350° F (175° C)
All other API materials of construction are available.
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Dimensions Model 3910

All dimensions in inches and (mm). Not to be used for construction.

DISCHARGE

r SUCTION

Pump Group Pump Size cC

in. mm. in. mm. in. mm. in. mm. in. mm.

11/2x2-7 21.38 543 6.00 152 12.00 305 9.75 248 9.75 248

1 1/2x3-7 21.78 553 7.06 179 12.00 305 9.25 235 10.25 260

2x4-7 21.84 555 8.00 203 12.00 305 10.25 260 10.75 273

SA 3x4-7 21.97 558 8.25 210 12.00 305 10.50 267 12.50 318
4x6-7 22.28 566 8.31 211 12.00 305 12.00 305 14.00 356

1 1/2x2-9 21.41 544 6.62 168 12.00 305 10.50 267 10.50 267

1 1/2x3-9 21.44 545 7.88 200 12.00 305 11.00 279 11.50 292

2x4-9 24.00 610 8.50 216 12.00 305 10.75 273 12.25 311

SX 3x6-9 24.56 624 9.38 238 12.00 305 11.50 292 13.50 343
4x6-9 24.28 617 10.31 262 12.00 305 14.50 368 15.50 394

1 1/2x3-11 23.91 607 7.38 187 13.00 330 12.00 305 12.00 305

2x4-11 26.85 682 9.12 232 13.00 330 11.50 292 12.50 318

3x6-11 26.97 685 9.25 235 13.00 330 14.00 356 15.00 381

4x6-11 27.04 687 10.94 278 13.00 330 13.25 337 16.75 425

MX 6x8-11 27.31 694 12.69 322 13.00 330 16.50 419 19.25 489
2x3-13 27.06 687 8.94 227 15.75 400 13.25 337 13.75 349

3x6-13 27.06 687 10.19 259 15.75 400 14.25 362 15.25 387

4x6-13 27.19 691 11.56 294 15.75 400 15.50 394 19.50 495

6x8-13a 27.41 696 14.44 367 15.75 400 18.50 470 20.50 521

6x8-13b 27.53 699 14.89 378 15.75 400 18.00 457 21.00 533

3x4-16 27.69 703 10.69 272 21.50 546 16.00 406 16.50 419

LA 4x6-16 28.19 716 12.19 310 21.50 546 17.25 438 18.75 476
6x8-16a 28.31 719 12.75 324 21.50 546 20.25 514 22.25 565

6x8-16b 28.41 722 16.44 418 21.50 546 19.50 495 23.00 584

XLX 8x10-16 28.75 730 17.35 441 21.50 546 22.75 578 26.75 679
8x10-21a 33.69 856 16.62 422 23.00 584 28.50 724 31.00 787

10x12-21 34.34 872 21.75 552 23.00 584 30.00 762 32.00 813
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Goulds Pumps for
Hydrocarbon Processing

The Goulds API and petrochemical pump lines offer reliability and
extended MTBF. The Model 3700 API-610 (10th Edition), Model 3910
API-610 (10th Edition) horizontal process pump and Model 3620
API-610 (10th Edition) Double Suction Process pump feature a back
pull-out power end. Goulds also offers the Model 3196 chemical
process pump and the newly designed Model 3410, one of a series
of double suction water pumps. Zero leakage is assured with the
Goulds Model vic Model 3296 magnetic drive process pump. Vertical turbine pumps
API-610 Vertical are available in any configuration including canned pumps for low
Turbine Pump NPSH, standard turbines, fire pumps and submersibles.

Model 3700

API-610 Horizontal
Process Pump

Goulds line of quality pumps for hydrocarbon processing includes
(L to R): Models 3296, 3196, 3700, 3410, 3910, 3171 and VIC.

Visit our website at www.gouldspumps.com
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