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SECTION 7—PARTS LIST

7-1 GENERAL

The requirement for a stock of spare parts shall
vary with the severity of conditions of service, and
the extent of field maintenance anticipated, and
the number of pumps instatled. A minimum of one
spare of each rotating part should be stocked, as
well as a complete set of bearings and seals.

7-2 ORDERING PARTS

When ordering spare and replacement parts the
pump serial number, type and size of pump must

be given. Refer to nameplate. This is essential in

order that Goulds Pumps may identify the pump
and furnish the correct replacement part. Give the
name and item number of the part as listed in
parts list with the corresponding figure number
and pump (See Figure 3-1). Orders for replace-
ment parts should be sent to Sales Department,
Goulds Pumps, Inc., Vertical Pump Division, City
of Industry, Catifornia.

7-3 RETURN PARTS

All materials returned to factory must have a Re-
turn Material Order {RMO) tag attached. Consult

the nearest factory representative or Sales Office
for shipping instructions and an RMO tag. Articles
returned should be carefully packed to prevent
damage in handling.

PART NO. DESCRIPTION

649 Coupling

660 Pumpshaft

661 Bowli Disch.

670 Bowl! Intmd.

671 Adapter SBM
672 Bearing Intmd.
673 Impeller

677 Taper Lock

680 Wear Ring-Bowl
690 Bearing-Suction/Disch.
692 Sand Collar

698 Screen Suction

Refer to Figure 3-1.
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Pumps,
and nothing
but.
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Goulds Pumps built its first pump in 1851 and has since grown to the largest manufac-
turer dealing exclusively with centrifugal pumps.

For more information, call your nearest Goulds sales representative or visit our website at www.gouldspumps.com
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